
SERVICE BULLETIN 
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SB1-68 ----------
SB2-68 ----------
SB3-68 ----------
SB4-68 ----------
SB5-68 ----------
SB6-68 ----------
SB7-68 ----------
SB8-68 ----------
SB9-68 ----------
SB10-68 ----------
SBll-68 ----------
SB12-68 ----------
SB13-68 ----------
SB14-68 ----------
SB15-68 ----------
SB16-68 ----------
SB17-68 ----------
SB18-68 ----------
SB19-68 ----------
SB20-68 ----------
SB21-68 ----------
SB22-68 ----------
SB23 -68 ----------
SB24-68 ----------
SB25-68 ----------
SB26-68 ----------
SB27-68 ----------
SB28-68 ----------
SB29-68 ----------
SB30-68 ----------
SB31-68 ----------
SB32-68 ----------
SB33-68 ----------
SB34-68 ----------
SB35-68 ----------
SB36-68 ----------
SB37-68 ----------
SB38-68 ----------
SB39-68 ----------
SB40-68 ----------

INDEX 

SUBJECT 

Breaker Cam - 55 H. P. 
Rough Idle - 55 H. P. 
Poor Contact Between Magneto Coil and Spark 
Plug Lead - 3 . 5 through 20 H. P . 
Checking Torque of Cylinder Head Bolts - 5 
through 105 H.P, 
Lubrication of Cylinder Head Bolts - 20 through 
105 H. P , 
Tachometer - Model 174 
Special Tools - T2983, T2984, T2985 & T3139-l 
Timing Tool - TA2937 
Service Parts Stowage Bins 
Long Leg Conversion Kits - KlOOl, Kl002, Kl007 
and Kl008 
Engine Covers - 4. 4, 6. 6 & 9. 9 H. P, 
Pricing of Service Manual, Binders and Indexed 
Dividers 
Test Wheels - 4. 4, 6. 6 & 9. 9 H. P. 
Complete Lower Gear Housings 
Accessory Propeller - P328 
Fuel Tank Adapter and Pick-up Line 
Remote Fuel Tank Check Valve Assembly - #888 
Service Practice, Use of RTV102 Sealant 
Flywheel Nut Tox:que - 75 & 105 H. P. 
Stator Plate - 35, 45 & 55 H. P. 
Lower Crankshaft Seal Assembly Procedure - 4. 4, 
6. 6 & 9. 9 H. P. 
Break-In- 3,5 H.P. 
Test Tank Operation - 3, 5 through 105 H. P. 
Idle Stop Screw Clinch Nut - 4. 4 & 6. 6 H. P. 
Propeller Shaft Bearing - 9. 9 H. P. 
Clutch Dog Installation - 9. 9 H. P. 
Frost White Flat - Bulk Paint - K740 
Water Pump Impeller - 75 & 105 H. P. 
Z inc Chromate Prime Paint - K745 
Gear Shift Adjustment - 4 . 4 & 6, 6 H . P. 
Upper Drive Shaft Seal - 4. 4 & 6. 6 H. P. 
Propeller Shaft Assembly Instructions - 4. 4 & 6. 6 H. P. 
Chrysler Outboard Motor Oil 
Intake Reeds - 75 & 105 H. P. 
Never - Seez Sealing Compound - T2987 
Electrical System Protector - T2988 
Leg Cover Adjustment - 35, 45 & 55 H. P. (' 
Propeller Shaft End Float - 4. 4 & 6. 6 H. P. 
Permanent Model Identification - 3 5 through 1 OS H. P. 
Electrical Test Specifications - 3. 5 through 105 H. P. 


