
ENGINE SPECIFICATIONS 

6 H.P. SPECIAL 

B.I.A. H.P. 6 H.P.@ 4750 RPM Compre11lon 115-130 PSI (8.09- 9.14 kg/cm2 ) 

I.S.O. Power 4,3 KW @ 4750 RPM Spark Plug Champion L-86 - U.S.A. 
Champion RL-86 - Canada 

Recommended Spark Plug Gap .030" (0.76 mm) 
Operating Range 4250-5250 RPM 

Point Gap .020" (0.50 mm) 
RPM w/Test Wheel NA 

Propeller 3-Biade plastic 
Engine Type 2 cycle, 2 cylinder 8" dia. x 8-1/4" pitch 

Bore and Stroke 2" x 1-19/32" (50.8 x 40.5 mm) Gear Ratio 13:26 

Displacement 10.0 CU. in. (163.9 CC) 

7.5 H.P. (180 SAILOR) 

B.I.A. H.P. 6 H.P.@ 4750 RPM 

I.S.O. Power 4,3 KW @ 4750 RPM 

Recommended 
Operating Range 4250-5250 RPM 

RPM w/Test Wheel 4250 RPM w/T 2955A Test Wheel 

Engine Type 2 cycle, 2 cylinder 

Bore and Stroke 2" x 1-19/32" (50.8 x 40.5 mm) 

Displacement 10.0 CU. in. (163.9 CC) 

7.5 H.P. 

B.I.A. H.P. 7.5 H.P.@ 4750 RPM 

I.S.O. Power 5,3 KW @ 4750 RPM 

Recommended 
Operating Range 4250-5250 RPM 

RPM w/Test Wheel NA 

Engine Type 2 cycle, 2 cylinder 

Bore and Stroke 2" x 1-19/32" (50.8 x 40.5 mm) 

Displacement 10.0 cu. in. (163.9 cc) 

19 

Compre11lon 115-130 PSI (8.09 -9.14kg/cm2 ) 

Spark Plug Champion L-86 - U.S.A. 
Champion RL-86 - Canada 

Spark Plug Gap .030" (0. 76 mm) 

Point Gap Breakerless 

Propeller 3-Biade 10-1/2" dia. x 7" pitch 

Gear Ratio 13:37 

Compre11lon 115-130 PSI (8.09- 9.14 kg/cm2) 

Spark Plug Champion L-86- U.S.A. 
Champion RL-86 - Canada 

Spark Plug Gap .030" (0.76 mm) 

Point Gap Breakerless 

Propeller 3-Biade plastic 
8" dia. x 9-1/4" pitch 

Gear Ratio 13:26 


