
ENGINE SPECIFICATIONS 

35 H.P. 

B.I.A. H.P. 35 @ 4750 RPM Bore and Stroke 3 x 2.54 (7.62 x 6.45 em) 

I.S.O. Power 24.7 KW @ 4750 RPM Displacement 35.9 cu . in. (588 cc) 

Recommended Compression 90-105 PSI (6.3 - 7.4 kg/cm 2 ) 

Operating Range 4400-5100 RPM 
Spark Plug L4J - U.S.A. 

Idle RPM 
in Gear 750 Max. Spark Plug 

Gap .030" (.76 mm) 
Test Wheel T 2954A 

Point Gap .020" (.508 mm) 
Engine Type 2 cycle. 2 cyl inder 

45 H.P. 

B.I.A. H.P. 45 @ 5000 RPM Bore and Stroke 3 1/8 x 2.75 (7.94 x 6.98 em) 

I.S.O. Power 31 .8 KW @ 5000 RPM Displacement 42 .18 cu. in. (691 cc) 

Recommended Compression 115-130 PSI (8.08- 9.14 kg/ cm 2 ) 

Operating Range 4500-5500 RPM 
Spark Plug UL4J - U.S.A. 

Idle RPM RL4J - Canada 
in Gear 750 Max. 

Spark Plug 
Test Wheel T 2955A Gap .030" (.76 mm) 

Engine Type 2 cycle. 2 cylinder Point Gap .015 (.38 mm) 

50 H.P. 

B.I.A. H.P. 50@ 5000 RPM Bore and Stroke 3 3/ 16 x 2.8 (8 .26 x 7.11 em) 

I.S.O. Power 37 KW @ 5000 RPM Displacement 44.70 cu. in . (733 cc) 

Recommended Compression 135-150 PSI (9.49- 10.55 kg/cm2 ) 

Operating Range 4500-5500 RPM 
Spark Plug UL4J - U.S.A. 

Idle RPM RL4J -Canada 
in Gear 750 Max. 

Spark Plug 
Test Wheel T 2954A Gap .030" (.76 mm) 

Engine Type 2 cycle, 2 cylinder Point Gap .015 (.38mm) 
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