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SPECIFICATIONS 5 H.P. 1988, 1989 1990 and Newer 

B.I.A. H.P. 5 H.P. @ 5250 RPM 5 H.P. @ 6000 RPM 

I.S.O. POWER 3.5 kW@ 5250 RPM 3.73 kW@ 6000 RPM 

RECOMMENDED 
4750-5750 RPM 5500-6500 RPM 

OPERATING RANGE 

IDLE RPM IN GEAR 800-1,000 RPM 800-1 ,000 RPM 

ENGINE TYPE Two cycle, one cylinder Two cycle, one cylinder 

BORE and STROKE 2.0 x 1.59 in. (50.8 x 39.0 mm) 2.125 x 1.584 in. (54.0 x 40.2 mm) 

DISPLACEMENT 5.00 cu. in. (82cc) 5.6 cu. in. (92cc) 

COMPRESSION 110-125 PSI (758.42-861.83 kPa) 110-125 PSI (758.42-861.83 kPa) 

SPARK PLUG L87YC Champion L87YC 

SPARK PLUG GAP 0.030 in. (0.76 mm) 0.030 in. (0.76 mm) 
0.040 in. (1.01 mm) 1993 and 

newer models with SEM 
ignition system 

POINT GAP 0.020 in. (0.51 mm) NA 

TIMING@ WIDE OPEN THROTTLE Not adjustable Not adljustable 

CAPACITIES 

GEAR HOUSING 

FUEL TANK 

ELECTRICAL 

IGNITION 

STARTER 

1988, 1989 1990 and Newer 

4.0 oz. (0.12L) 4.0 (0.12L) 

0.5 gal. (1.9L) 3.0 gal. (11.4L) 
3.0gal. (11.4L) 

1988, 1989 1990,1991,1992 1993 and Newer 

Flywheel Magneto Flywheel Magneto Breakerless Breakerless Capacitor 
Inductive Magneto (BIM) Discharge (SEM) 

Automatic Rewind Rope Automatic Rewind Rope Automatic Rewind 
Rope 
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