
Model40/50 
HORSEPOWER Model40 40 (29.4) I 50 (37) 

(KW) Model 50 

OUTBOARD 
WEIGHT 

170 lbs. (77 kg) 

CYLINDER Type 2 Cylinder In-Line 
BLOCK Displacement 50.1 cu. in. (821 cc) 

STROKE Length 2.80 in. (71 .1 mm) 

CYLINDER Diameter (Standard) 3.375 (85.7 mm) 
BORE Taper/Out of Round Max. 0.0015 in. (0.038 mm) 

Bore Type Cast Iron 

PISTON Piston Type Aluminum 
Standard Major Dia.- 3.3618 (85.34) Min.- 3.3578 (85.288) 
0.010 in. (0.254 mm) Oversize Major Dia.- 3.3718 (85.64) Min.- 3.3678 (85.540) 
0.030 in. (0. 762 mm) Oversize Major Dia. - 3.3918 (86.15) Min.- 3.3878 (86.050) 

REEDS Reed Stand Open (Max.) .010 (0.255 mm) 
Reed Stop (Max.) .280 in. ± 0.010 in. (7.1 ± 0.255 mm) 

GEAR Gear Ratio 2.0:1 
HOUSING Gearcase Capacity 14.9 fl. oz. (440 ml) 

Forward Gear- No. of Teeth 26 Spiral/Bevel 
Pinion Gear- No. of Teeth 13 Spiral/Bevel 
Pinion Height 0.025 in. (0.64 mm) 
Forward Gear Backlash No Adjustment 
Water Pressure 5-7 PSI @ 5000 RPM 

FUEL Fuel Gasoline and Oil 
SYSTEM Recommended Gasoline Automotive Lead-Free: 87 octane minimum 

Recommended 011 Quicksilver TC-W 3 or TC-W II Outboard Oil 
Gasoline/Oil Ratio 50:1 
Fuel Pressure - @ idle 2.5 - 4 PSI (17- 27 kPa) 

-@WOT 4 - 7 PSI (28 - 43 kPa) 

STARTING Electric Start 
SYSTEM Starter Draw (Under Load) 95 Amps 

Starter Draw (No Load) 20 Amps 
Battery Rating 630 Marine Cranking Amps (MCA) or 

490 Cold Cranking Amps (CCA) 

CHARGING Alternator Output (Regulated) 9.Amp 
SYSTEM 

IGNITION Type Capacitor Discharge 
SYSTEM Spark Plug Type Champion L76V 

Spark Plug Gap Not Adjustable 
Optional (Resistor Plug) QL76V 
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