
SPECIFICATIONS (1990 Models and Later) 

35 H.P. 

B.I.A.H.P. 35@ 5250 RPM 

I.S.O. POWER 26.1 KW @ 5250 RPM 

RECOMMENDED 5000-5250 RPM 
OPERATING RANGE 

IDLE RPM IN GEAR 750RPM 

TEST WHEEL T 2955A (5300 RPM) 

ENGINE TYPE Two cycle, two cyl. 

FIRING ORDER 1,2 

BORE AND STROKE 3 X 2.414 
(7.62 x 6.13 mm) 

DISPLACEMENT 34.1 cu. in. (559 cc) 

COMPRESSION 130-150 PSI 
(9.14 -10.55 kg/cm2) 

SPARK PLUG L82C 

SPARK PLUG GAP .030 in. (.76 mm) 

POINT GAP Breakerless 

TIMING@ WIDE 
Not Adjustable 

OPEN THROTTLE 

CAPACITIES 
GEAR HOUSING: 12 ounces (.361itre) 

FUEL TANK: 6 gallons (23 litres) 

viii 

50 H.P. 

50@5250 RPM 

37.4 KW@ 5250 RPM 

5000-5500 RPM 

750RPM 

T 2955A (5000 RPM) 

Two cycle, two cyl. 

1,2 

3.313 X 2.80 
(8.41 x7.11 mm) 

48.3 cu. in (790 cc) 

14Q-160 PSI 
(9.84 - 11 .25 kg/cm2) 

UL 18V (Check Parts Catalog) 

Not adjustable 

Breakerless 

32 Degrees BTDC 


