
SPECIFICATIONS 

Dimensions: 
Overall length ............ 430 mm. (16.929 ins.) 
Overall width . . . . . . . . . . . . 246 mm. (9.685 ins.) 
Overall height (Std.) ........ 965 mm. (37.992 ins.) 
Transom height (Boat transom) ...... Std. 381 mm. 

(15 ins.). Long: 508 mm. (20 ins.) 

Weight (Std.) ................ 16 kgs. (35.27 lbs.) 

Performance: 
Maximum output .......... 3.5 BHP /4.500 r.p.m. 
Speed range at full-throttle .... 4.000- 5.000 r .p.m. 

Engine: 
Type . . . . . . . . . . . . . . . . . . . . . . . . . Two-strolke 
Number of cylinders . . . . . . . . . . . . . . . . . . . . . . 1 
Displacement . . . . . . . . . . . . . 63 c.c. (9.77 sq. ins.) 
Bore and stroke . . . . . . . . . . . . . 45 mm. x 40 mm. 

(1.771 x 1.574 ins.) 
Compression ratio . . . . . . . . . . . . . . . . . . . . 7.0:1 
Intake system .................... Reed valve 
Scavenging system . . . . . . . . . . . . . . . . . . Schnurle 
Exhaust system .................. Under water 
Lubrication system . . . . . . . . . . . . . Fuel-oil-mixture 
Cooling system .............. Forced-air cooling 
Starting system . . . . . . . . . . . . . Recoil hand starter 
Ignition system .............. Flywheel magneto 
Ignition t1mmg 1.1 ± 0.4 mm (0.0433 ± 0.0157 ins.) 

(17° ± JO) B.T.D.C. with full-throttle 
Spark plug . . . . . . . . . . . . . . . . . . B-7HS (N.G.K.) 
Carburetor ................. BV18-14 (Mikuni) 

Drive unit: 
Shift handle position .......... Forward - Neutral 
Reduction system .......... Bevel gears (Straight) 
Reduction ratio . . . . . . . . . . . . . . . . . 1.65 (28/1 7) 
Clutch type ...................... Dog clutch 
Propeller turning direction . . . . . . . . . . . . Clockwise 
Propeller safety device ............... Shear pin 
Standard propeller size (B x D x P) ... 3 x 190 mm. 

x 100 mm. (3 x 7-1/2 ins. x 4 ins.) 

Bracket: 
Tilt positions ....................... 4 stages 
Tilt angles ........................ 0 - 1 go 
Tilt-up angles . . . . . . . . . . . . . . . . . . . . . . . . 85o 
Tilt angles in shallows ............... 25 - 50° 
Tilt positions in shallows ............... 3 stages 

Fuel and oil: 
Fuel . . . . . . . . . . . . . . . . . . . . Gasoline-oil mixture 
Oil for pre-mixing ........ High quality two-stroke 

outboard motor oi I 
Mixing ratio ......... 50:1 (break-in period 25:1) 
Fuel tank capacity .......... 2.5 liters (0.66 ga Is.) 
Gear oil .......... Mariner Super Duty Gear Lube 

SPECIAL TOOL AND FLUID PACKING, 
GREASES, ETC. 

Flywheel puller 

Fluid Packing 

Perfect Seal 

For the crankcase sealing surface, swivel bracket, and 
swivel bracket cover sealing surface. For the mating 
surface of exhaust manifold and driveshaft housing. 
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Adhesive 

Lock Tight 

For parts with bolt, nut, or screw used. 

Grease 

Heat- Resistance Grease 

For the engine and oil seal. 

Water-Resistant Grease 

For the carburetor linkage, oil seals of the lower unit, 
casing bush, mating surface of propeller shaft and propel­
ler etc. 

Oil 

High quality 2-stroke motor oil 

with gasoline. 

Mariner Super Duty Gear lube 

Lower casing internal lubrication. 
80 cc (4.89 cu. in.) 
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