
1-2. SPECIFICATIONS 

1-3. Dimensions 

Overall length ................. 400 mm (16.1 in.) 
Overall width ................... 185 mm (7 .3 in.) 
Overall height ................. 920 mm (36.2 in.) 
Shaft length (short) ............... 381 mm (15 in.) 

1-4. Powerhead 

Horsepower (hp) .................. 2@ 5000 rpm 
Kilowatts (kw) . . . . . . . . . . . . . . . . . . 1.5@ 5000 rpm 
RPM range at fu II throttle ......... 4000 to 5000 rpm 
Type ............................ Two stroke 
Number of cylinders . . . . . . . . . . . . . . . . . . . . . . . . 1 
Displacement ................. 43 cc (2.62 cu. in.) 
Bore and stroke . . . . . . . . . . . . . . . . . 39 mm x 36 mm 

(1.54 in. x 1.42 in.) 
Compression ratio ........................ 7.4:1 
Intake system . . . . . . . . . . . . . . . . . . . . . . Reed valve 
Scavenging system .................. Loop charge 
Exhaust system .................... Under water 
Lubrication system ......... Pre-mixed gasoline and oil 
Cooling system . . . . . . . . . . . . . . . . . . . Water cooled 
Starting system .................... Manual start 

1-5. Fuel System 

Carburetor ......... Center bowl with throttle plunger 
Main jet ................... See Parts Catalog 
Vent jet ........•....•..... See Parts Catalog 
Idle RPM ................. 1 150to 1250 rpm 

Fuel ................... Pre-mixed gasoline and oil 
Mixing ratio .......... 50:1 (25:1 break-in period) 
Fuel tank capacity ........... 1 L (0.26 U.S. gals) 
Oil for pre-mixing ...... Quicksilver Formula 50 Oil 
Fuel .... Regular leaded, low lead or no lead gasoline 

1-6. Ignition System 

Ignition method .............. Low tension magneto 
Breaker point gap . . . . . . . . . . . . . . . . 0.35 ± 0.05 mm 

(0.014 ± 0.002 in.) 
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Spark plug. . . . . . . . . . . . . . . . . . . . . . . . NGK-BBHS 
Timing maximum ................ 1.11 ± 0.12 mm 

(0.044 ± 0.005 in.) 
18° ± 1° BTDC 

Spark plug gap .................... 0.5 to 0.6 mm 
(0.020 to 0.025 in.) 

Ignition coil 
Primary side to ground . . . . . . . . . . 0.9 to 1.2 ohm 
Secondary side to ground ...... 5,400 to 6,700 ohm 

1-7. Gear Case 

Gear housing . . . . . . . . . . . . . . . . . . . . . Forward only 
Reduction ratio .................. 2.08:1 (27:13) 
Reduction method . . . . . . . . . . . . . Straight bevel gears 
Propelle drive system . . . . . . . . . . . . . . . . . . . Drive pin 
Lubricant 

Type ................. Quicksilver Super Duty 
Lower Unit Lubricant 

Capacity (88) . . . . . . . . . . . . . . . 45 cc (1.5 fl oz) 

1-8. Clearances 

Powerhead 
Piston clearance ............ 0.030 to 0.040 mm 

(0.001 to 0.0016 in.) 
Piston ring end gap .• , ........... 0.1 to 0.3 mm 

(0.004 to 0.012 in.) 
Connecting rod small end bearing .... Roller bearing 
Connecting rod big end bearing ...... Roller bearing 
Crankshaft main bearing 

Upper. . . . . . . . . . . . . . . . . . . . . Ball bearing 
Lower . . . . . . . . . . . . . . . . . . . . Ball bearing 

Lower unit 
Propeller shaft bearing . . . . . . Tapered roller bearing 
Forward gear shim ................... A.A.* 
Driveshaft shim . . . . . . . . . . . . . . . . . . . . . A. R. * 
Driveshaft . . . . . . . . . . . . . . . . . . . . . . . Bushings 
Forward gear backlash ............ 0.1 to 0.3 mm 

(0.004 to 0.012 in.) 

"A.A.- As Required 


