
GENERAL SPECIFICATIONS 

150 HP Model 175 HP Model 200 HP Model 
Full Throttle RPM Range 5000-5500 530G-5800 

.~ 

Idle RPM Range in Forward Gear 550-650 
Engine Type 60° V-Type, 6- Cylinder, 2-Cycle 
Cu. ln. Displacement 122 (1999cc) 142 (2327cc) 
Cylinder Bore 3.125" {79.375mm) 3.375" (85.725mm) 
Stroke 2.650' ' (67.31mm) 
Firing Order 1-2-3-4-5-6 
Ignition Type Thunderbolt Breakerless 
Spark Plugs AC-V40FFM or Champion l76V* 
Engine Weight (Fuel Tank Not Included) 349 Lbs. {158kg) 331 Lbs. (150kg) 
Fuel Tank (Supplied· Includes Capacity for Oil) 6 Gallons (22.7 liters) 
Reed Stop Opening .200" (5.08mm) .300" (7.62mm) 
Piston Diameter (Standard) § 3.115" {79.12mm) 3.372" (85.65mm) 
Piston Diameter Oversize .015" and .030" .38 and .76mm) - ·---
Piston Ring Diameter {Standard) 3.124" (79.35mm) 3.375" {85. 73mm} 
Piston Ring Diameter Oversize .01.5" and .030" .38 and .76mm) - ---
Carburetion 3 Carburetors Center Bowl, Fixed Jets 
Carburetor Jet Sizes (See Chart, Following) 
Fuel Pump Discharge Pressure 4 to 5-1/2 PSI {.28 to .39kg/cm2) at WOT 
Fuel Tank Weight 10 lbs. (4.54kg) Empty; 50 lbs. 22.78kg) Full • 
Battery Min. 90 Amp-Hour with Min. Reserve Capacity 

Rating of 150 Minutes 
Starter Motor Amperes Draw- Part No. A-5G-79472 40 Amps No load; 175 Amps Cranking Engine 

Part No. A-5G-77141 40 Amps No Load; 175 Amps Cranking Engine 
Part No. A-5o-64975 55 Amps No load; 200 Amps Cranking Engine 

Gear Housing Forward-Neutral-Reverse 
Gear Ratio 2:1 1.86:1 
Forward Gear - No. of Teeth 28 
Pinion Gear- No. of Teeth 14 15 
Gear Housing Lubricant Capacity 24-1/4 Fl. Oz. (717ml) 

* Champion QL76V in Countries Other Than U.S.A. § Refer to Powerhead Section for Measuring 
• Larger Fuel Tanks, Figure 6112 Lbs. {2.9kg) per Fuel Gallon {3. 79 Liters) Plus Weight of Tank 

NOTE: Other Specifications {Torques, Etc) Are Listd in the Front of the Respective Sections. 

Carburetor Jet Orifice Sizes 
NOTE: Thread Size for All V-6 Model Carburetor Jets Is 10-32. 

Standard Jet 
2500' -5000' 5000' -7500' 7500' and Up V-6 HP Jet Up to 2500' 

Model Type Size Part No. Size Part No. Size Part No. Size Part No. 
150 HP Main .048 C-1395-6246 .046 C-1399-5317 .044 C-1399-5316 .042 C-1399-5315 

Serial No. Vent .098 C-1399-7335 .098 C-1399-7335 .098 C-1399-7335 .098 C-1399-7335 
5203429 Idle .060 C-1395-6487 .062 C-1399-4217 .064 C-1399-4216 .066 C-1399-4215 

and Above 
150 HP Main .052 C-1395-6359 .050 C-1395-6028 .048 C-1395-6246 .046 C-1399-5317 

Serial No. Vent .098 C-1399-7335 .098 C-1399-7335 .098 C-1399-7335 .098 C-1399-7335 
5203428 Idle .064 C-1399-4216 .066 C-1399-4215 .068 C-1395-6029 .070 C-1395-6030 

and Below 
175 HP Main .074 C-1399-3794 .072 C-1395-6207 .070 C-1395-6030 .068 C-1395-6029 
Below Vent• .090 C-1395-6247 .088 C-1395-6202 .086 C-1395-5815 .084 C-1399-3517 

Serial No. Vent+ .082 C-1399-3518 .080 C-1395-6201 .078 C-1399-3520 .076 C-1399-3796 
4838074 Idle .048 C-1395-6246 .050 C-1395-6028 .052 C-1395-6359 .054 C-1399-5225 
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