
[3 
Master Specifications 

Model 1 05/140Jet/135/150/XR6/MAGIII/17 5/200/150XRI/17 5XRI/200XRI 
PRO MAX/SUPER MAGNUM 150/200/225 

HORSEPOWER Model135 135 (100.6) 
(KW) Model 1 05 Jet/150/150XRI 150 (111.8) 

Model XR6/MAGIII 150 (111 .8) 
Model 175/175XRI 175(130.5) 
Model 140 Jet/200/200XRI 200(149.1) 
Model Pro Max/Super Magnum 150 150 (111.8) 
Model Pro Max/Super Magnum 200 200(149.1) 
Model Pro Max/Super Magnum 225 225(167.9) 

OUTBOARD Model 135/150 404.0 lbs. (184.0kg) 
WEIGHT Model Pro Max/Super Magnum 

150/200/225 350.0 lbs. (159.0kg) 
Model XRG/MAGIII/175/200 395.0 lbs. {180.0kg) 
Model 150XRI/17 5XRI/200XRI 410.0 lbs. (186.0kg) 
Model 105 Jet 428.0 lbs. (195.0kg) 
Model 140 Jet 408.0 lbs. (185.5kg) 

CYLINDER Model 105 Jet/135/150 
BLOCK Type V-6 Cylinder, Two Cycle, Loop Charged 

Displacement 121.9 cu. in. (1998cc) 
Model 140 Jet/XRG/MAGIII/175/200 

150XRI/175XRI/200XRI/Pro Max/ 
Super Magnum 150/200/225 
Type V-6 Cylinder, Two Cycle, Loop Charged 
Displacement 153.0 cu. in. (2507cc) 

STROKE Length (All Models) 2.650 in. (67.31 mm) 

CYLINDER Diameter (Std) 
BORE - Models 1 05 Jet/13 5/150 3.125 in. (79.375mm) 

- Models XR6/MAGIII/175/200 
150XRI/175XRI/200XRI/140 Jet 
Pro Max/Super Magnum 
150/200/225 3.501 in. (88.925mm) 

Taper/Out of Round/Maximum Wear 0.003 in. (0.076mm) 
Bore Type Cast Iron 

PISTON Piston Type Aluminum 
Models 105 Jet/135/150 

Standard 3.115 in. ± 0.002 in. 
(79.121mm ± 0.051mm) 

0.015 in. (0.381mm) Oversize 3.130 in. ± 0.002 in. 
(79.502mm ± 0.051mm) 

0.030 in. (0. 762) Oversize 3.145 in.± 0.002 in. 
(79.883mm ± 0.051mm) 

Models XRG/MAGIII/175/200/140 Jet 
150XRI/175XRI/200XRI/ProMax/ 
Super Magnum 1501200/225 
Standard 3.494 in.± 0.001 in. 

(88.748mm ± 0.025mm) 
0.015 in. (0.381mm) Oversize 3.509 in.± 0.001 in. 

(89.129mm ± 0.025mm) 

90-824052R2 SEPTEMBER 1997 IMPORTANT INFORMATION - 1A-1 




