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Specifications 

Model 4/5/6 (4-Stroke) 

HORSEPOWER Model4 4 hp (2.9 kW) 

(kW) ModelS 5 hp (3.7 kW) 
Model S 6 hp (4.4 kW) 

OUTBOARD Short Shaft 55 lbs. (25.0 kg) 
WEIGHT Long Shaft 57 lbs. (26.0 kg) 

RECOMMENDED GASOLINE Automotive Unleaded 
FUEL with a Minimum Pump Posted 

Octane Rating of 87 

ENGINE OIL CAPACITY 
ENGINE OIL Either 15 fl oz. or 450 mi. 

SAE SAE SAE 1 OW-30 viscosity oil is recom-

Fo c o 25W-40 1 mended for use in all temperatures. 
SAE 25W-40 viscosity oil may be used at 

~ 
temperatures above 40° F (4° C). 

+100 +38 

+80 +27 Use Quicksilver 4-Cycle Marine Oil with 

OIL +60 +16 the proper viscosity for the expected 
temperature in your area (see range 

+40 +4- -- thermometer on left). If not available, use 

+20 - 7 a premium quality 4-cycle engine oil, cer-

- 18 
tified to meet or exceed anyone of the 

0 following American Petroleum Institute 
(API) service classifications SH, SG, SF, 

CF-4, CE, CD, COli. 

~~ 
CHARGING 

Alternator (Optional) Type: 

SYSTEM Lighting Coil 12 Volt 60 Watt 

Readings taken @ 
(Non Regulated Lighting Coil) 

Lighting Coil Resistance 0.31 - 0.47 Q (YELIRED- YELIRED) 
68°F (20°C). Battery Charging Rectifier (Optional) 2 Amperes (Rectified) 

STARTING Manual Start Recoil Starter 
SYSTEM 
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SPECIFICATIONS 

IGNITION 
SYSTEM 

Readings taken @ 
68°F (20°C). 

CARBURETOR 
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Type 
Spark Plug: 

Type 
Gap 
Hex Size 
Torque 

Firing Order 
Ignition Timing: (Fixed) 
Capacitor Charge Coil Resistance 
Trigger Coil Resistance 
Ignition Coil Resistance: 

Primary 
Secondary (W/o Boots) 
Spark Plug Boot 

Engine Speed Limiter 
Oil Pressure Switch (Red Light) 

Idle rpm (Out Of Gear) 
Idle rpm (In Forward Gear) 
Wide Open Throttle rpm (WOT) 

4/5 (1999 & 2000) 
4/5/6 (2001 & Newer) 

Pilot (Idle Mixture) Screw 
4/5/6 (1999 & 2000) 

European Models Only 
2001 & Newer 

4 
5 
6 

All Other Models Non-Adjustable 
Venturi Bore Diameter 

4/5 
6 

Main Jet Size 
4/5 (1999 & 2000) 
4 (2001 & Newer) 
5 (2001 & Newer) 
6 (2000 & Newer) 
4 (Bodensee) 
5 (Bodensee) 
6 (Bodensee) 

Pilot Jet 
4 (1999 & 2000) 
5 (1999 & 2000) 
4/5 (2001 & Newer) 
6 (2000 & Newer) ~R'1 
4/5 (Bodensee) Jn:U'r':!'--"'-''-11--_L....--1 

6 (Bodensee) ~ 

Float Height ~~ 

Capacitor Discharge Ignition 

NGK DCPR6E 
0.035 in. (0.9 mm) 

5/8 in. (16 mm) 
131b-ft. (17.5 Nm) 

1 
25° ± 1° B.T.D.C. 

95-134 Q (WHT- BLKIRED) 
149- 243 Q (RED/WHT- BLK) 

o.o2- 0.38 n 
3000-4400 n 
3500-5200 n 

6300 ± 200 RPM 
Continuity Below 3.5 psi ± 0.7 psi 

(24.5 ± 5 kPa) 

1300 ± 50 rpm 
1100 ±50 rpm 

4500-5500 
5000 - 6000 

3 ± 1/2 Turns Out 

2-1 /8 ± 1/2 Turns Out 
1-1/2 ± 1/2 Turns Out 
2-3/4 ± 1/2 Turns Out 

13.5 mm 
15 mm 

#70 
#58 
#65 
#75 
#55 
#62 
#68 

#40 
#42 
#38 
#45 
#38 
#42 

0.35- 0.39 in. (9- 10 mm) 
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