
I. SPECIFICATIONS 

Item 
Model N18C NS15B NS12C NS9.98 

Overall length: mm On.) 810 (31.89) 

.. Overall width : mm (in.) 335 (13.19) 
c 

·~ Overall height: mm (in.) S : 1052 (41.421 
c L: 1179 (46.421 .. 
E Transom height: mm (in .) S: 435 (17.13) :c 
c L: 562 (22.131 

~ LL : 638 (25.12) 
XL: 689 (27.13) 

Weight : kg (lbs) s 37 (82) L 37.5 (83) 

Maximum output: ps/rpm (HP/rpm) 18/5500 (17.7/5500) 15/5500 (14.8/5500) 12/5000 11.8/5000 9.9/4800 (9.76/4800) 

3 Maximum speed running range: 4750- 5500 4750- 5500 4500 - 5300 4500-5300 c .. 
E Idling (clutch off) : 1100 
0 Trolling (clutch on) : 

r.p.m. 
900 

't .. Fuel consumption at maximum speed: D. 8.5 (2.25, 1.87) 7.5 (1.98, 1.65) 6 ( 1.58, 1.32) 5.5 (1.45, 1.21) 
Q/hr (U.S.gal/hr, lmp.gal/hrl 

No. of cylinder: 1 1 1 1 

Bore x stroke: mm (in.) 60 X 57 (2 .36 X 2.05) 55 X 52 (2.17 X 2.05) 55 X 52 (2.17 X 2.05) 55 X 52 (2.17 X 2.()5) 

Displacement: cm 3 {em in.) 294 (17 .94) 247 (15.07) 247 (15.07) 247 (15.07) 

Lubrication: Gasoline oil mixture Gasoline 50 : Recommended motor oil 1 

Cooling method: Water cooling (rotary rubber impeller) thermostat with relief valve .. c Starting: Self recoil hand starter 
·~ 
w Ignition: Flywheel magneto (CD ignition) 

Spark plug : NGK B7HS-10, CHAMPION L82C (Gap 1mm; 0 .039in.) 

Ignition timing: ATDC 10 10 10 10 

BTDC degree 25° 22° 16° 16° 

Carburetor: TK Carburetor 

Rotating direction of engine: Clockwise 

Speed control : Bar handle (Option : Remote Control) 

Clutch: Dog clutch, Forward, Neutral, Reverse 

Gear reduction ratio: 13 : 24 

Maximum tilt-up angle: degree 70° 

Tilt angle: degree 5°- 25° 

.t: 
Tilt adjustment position : 6 Position 

c Shallow-water cruising device: Provided 28° ~ 

i Steering angle: degree 80° 
0 

Permissible thickness of transom board: mm (in.) 40- 60 (1.57- 2.36) _, 
Exhaust method : Through hub exhaust 

Fuel tank capacity: Q (U.S.gal., lmp.gal.) 24 (6-3/8, 5-1/41 

Propeller (No. of blades x diameter x pitch): 

in. (mm) S: lx9.2x9.113x234x2J1) S: 3 X 9.2 X 8.4 (3 X 234 X 214) 
L J X 9.2 X 8.4 (J X 234 X 214) L: 3 X 9 .9 X 7.8 (3 X 234 X 199) 
LL: Jx9.2 x 8.413 IC 234 x 2141 LL: 3 X 9.9 X 7.8 (3 X 234 X 199) UL: 3. 9.2 X 7.8 (3. 234 X 199) 

UL: 3 X 9.2 X 6.9 (3 X 234 X 174) 

Optional propeller: 

e (No. of blades x diameter x pitch) in. (mm) 3 X 9.2 X 9.8 (3 X 234 X 250) 

a. 3 X 9 .2 X 9 .1 (3 X 234 X 231) 

"iii 3 X 9.3 X 6 .1 (3 X 234 X 155) 
c 
0 Others 1 . Remote control 5. Electric starter ·;: 

a 2. Lighting coil 6. Tachometer 
3. Rectifier kit 
4. Safety switch 

3 


