
I. SPECIFICATIONS 
Model 

NS 25B NS 30A2 
Item 

Main Overall length : mm (in) 825 (32.48) 

dimensions Overall width: mm (in) 400(15.75) 

Overall height: mm (in) S: 1116 (43.94) 

L: 1243 (48.94) 

LL: 1319 (51 .93) 

XL : 1370 (53.94) 

Transom height : mm (in) S: 435 (17.13) 

L: 562 (22.13) 

LL: 638 (25.12) 

XL : 689 (27 .13) 

Weight : Kg (lb) S: 46 (101), L: 47 (104) S: 48 (106). L: 49 (108) 

Performance Maximum output : PS/ r .p .m . (HP/r .p .m.) 25/ 5,000 (24.6/ 5,000) 30/ 5,200 (29.6/ 5,200) 

Maximum speed running range : r.p .m. 4,800 - 5,500 

Idling (clutch off) : 950 

Trolling (clutch on) : 
r.p .m. 

850 
Fuel consumption at maximum speed : Q/hr 

IUSgal/ hr·lmp gal/hr) 13 (3 .43, 2.86) 13 (3.43, 2.46) 

Engine No. of cylinder: 2 

Bore x stroke: mm (in) 68 X 59 (2.68 X 2.32) 

Displacement: cm 3 (cu in) 429 (26.18) 

Lubrication: Gasoline oil mixture, Gasoline 50; Recommended oil, 1 

Cooling method : Water cooling (rotary rubber impeller) thermostat with relief valve 

Starting: Self recoil hand starter 

Ignition : Flywheel magneto (CD ignition) 

Spark plug: NGK, B7HS-10. CHAMPION, L82YC (Gap. 1mm, 0.0039 in) 

Ignition timing: BTDC.5° - BTDC.30° 

Carburetor: KEJHIN SEIKI made (Horizontal spindle type butter fly valve) 

Rotating direction of engine : Clockwise 

Lower unit Speed control : Handle grip (Remote control : optional) 

Clutch : Dog clutch, Forward, Neutral , Reverse 

Gear reduction ratio : 12: 23 

Maximum tilt-up angle: degree 75° 

Tilt angle : degree 2.5° -275° 

Tilt adjustment position : 6 

Shallow-water cruising device : Provided 

Steering angle: degree 80° 

Permissible thickness of transom board : 
40- 60 (1 .57- 2.36) 

mm (in) 

Exhaust method: Through hab exhaust 

Fuel tank capacity: Q (US gal, Imp gal) 24 (6-3/ 8, 5-1 /4) Separate 

Propeller (No . of blades x diameter x pitch): S: : 3x9.5x12.9(3x242x327) S: 3x9.9x 13.1 (3x252x332) 
mm (in) L , LL: 3x9.6x11 .5(3x243x292) L, LL:3x9.8x11.3(3x250x288) 

XL: : 3x9.8x 10.2 (3x250x260) XL: 3x9.8x1 0.2 (3x250x260) 

Optional parts Optional propeller in (mm) 3x9.6x13.4 (3x242x341) 3x9.9x14.2 (3x252x360) 
(No. of blades x diameter x pitch) 3x9.8x 9.3 (3x249x236) 3x9.8x 9.3 (3x249x236) 

3x9.6x 8.7 (3x245x220) 3x1 0.2x8.3 (3x260x21 0) 

Others: 1 Electric starters: 2 types (For commercial and general uses) 
2 Remote controls (Single and twin) 
3 Rectifier kit (For battery charging) 
4 Safety switch (Normally provided for EP) 
5 Tachometer 

6 Remote steering controls 3 types : (Rope, ball post and drag 
link types) 

7 Bar handle kit for two engines 
8 Long bar handles (Resin) 
9 Water pump for sandy locations 

10 Medium length bar handle 
11 Carburetor kit (with icing preventing measure) 
12 Dogleg bar handle (For long bar handle use) 
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