
I. SPECIFICATIONS 

~ NS55B NS70A 
lte 

Overall length: mm (in) P t ype 705 (27 .76) F type 1 ,135 (44.68) 

Overall width: mm (in) 355 (13.98) 

Overall height: mm (in) L : 1,317 (51 .85) 
Main 

530 (20.86) 
dimensions 

Transom height: mm (in) L: 

XL: 657 (25 .87) 

Weight: kg (lb) L : 90 (178) L : 95 (207) 

Maximum output: PS/rpm (HP/rpm) 55/5,250 (54 .2/5,250) 70/5,500 (69/5,500) 

Maximum speed running range: rpm 4,500 - 5,500 5,000- 5,500 

Performance Idling (clutch off): rpm 900-950 

Trolling (clutch in): rpm 700 - 750 

Fuel consumption at maximum speed: 
24 (5.34, 5 .28) 30 (7.93, 6 .6) Q/hr (USgal / hr ·lmp gal/hr) 

No. of cylinder: 2 

Bore x stroke: mm (in) 81 X 72 .7 (3 .19 X 2 .86) 86 X 72.7 (3 .39 X 2.86) 

Displacement: cm 3 (cu in) 746 (45.52) 845 (51.56) 

Lubrication: Gasoline oil mixture (Gasoline 50: Recommended oil 1) 

Engine 
Cooling method: --Water cooling (rotary rubber impeller) thermostat with relief valve. 

Starting: Starting motor 

Ignition: Flywheel magneto (CD ignition) 

Spark plug: NGK, BSHS-10, CHAMPION , L78C (gap:1mm, 0.039 in) 

Ignition timing: BTDC, 0° - BTDC, 25° 

Carburetor: KEIHIN SEIKI CO. VB 32mm¢twine 

Rotating direction of engine: Clock wise 

Speed control: Bar handle (F type), Remote control (P type) 

Clutch: Dog clutch, Forward, Neutral, Reverse 

Gear reduction ratio: 12 : 23 

Maximum tilt-up angle: degree 67° 

Tilt angle: degree 65° 

Lower unit 
Tilt adjustment position: 5-8° -26° 

Shallow-water cruising device: Provided 

Steering: angle: degree 70° 

Permissible thickness of transom board: 
45- 60 (1.77 - 2.36) 

mm (in) 

Exhaust method: Through hab exhaust 

Fuel tank capacity: Q (u .s. gal, lmp.gal) 24 (6-3/8, 5-1/4) Separate 

Propeller: in (mm) L : 3 X 11 .5 X 13 (3 X 292 X 330) L : 3 X 11 A X 14 (3 X 289 X 356) 
(No . of blades x diameter x pitch) XL: 3 X 11.5 X 10 (3 X 292 X 254) XL: 3 X 11.5 X 11 (3 X 292 X 279) 

Optional propeller: in (mm) 3 X 10.8 X 17.5 (3 X 276 X 447) 3 X 10.8 X 17.5 (3 X 276 X 447) 

(No. of blades x diameter x pitch) 3 X 10.7 X 16.4 (3 X 273 X 417) 3 X 10.7 X 16.4 (3 X 273 X 417) 

3 X 11 .0 X 15.6 (3 X 280 X 381) 3 X 11 ,0 X 15.6 (3 X 280 X 381) 
Optional parts 3 X 11.4 X 14 .0 (3 X 289 X 356) 3 X 11 .5 X 13.0 (3 X 292 X 330) 

3 X 11.6 X 12.0 (3 X 295 X 305) 3 X 11.5 X 10.0 (3 X 292 X 254) 

3 X 11 .5 X 11 .0 (3 X 292 X 279) 3 X 12.0 X 9 .0 (3 X 305 X 228) 
3 X 12.0 X 9 .0 (3 X 305 X 229) 

Others: 1. Tilt holder 9. Safety switch (Normally provided 
2. Tilt handle bar for EP types) 

3. Drag link 10. Fuel gauge 
4. Twin remote control 11 . Meter lamp switch 
5. Twin remote control turn backle 12. Water temperature meter 
6 . Tachometer 13. Water pressure meter 
7. Hourmeter 14. Overheat buzzer 
8 . Speed-meter (Normally provided for EP type) 

15. Power tilt and trim 
(Normally provided forT type) 
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