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SPECIFICATIONS 
SPECIFICATIONS FOR NISSAN OUTBOARD MOTORS 

NS3.5A NS5B NS5BS 
Item 

Overall length mm (in) 550 (21.65) 700 (27.56) 

Overall width mm (in) 195 (7 .68) 310 (12.20) 

S: 955 (37.60) 
S: 1 ,007 (39.65) 

S: 978 (38.50) 
"' Overall height mm (in) 

L : 1,082 (42.60) 
L : 1,134 (44.65) 

L : 1,105 (43.50) c 
(XL: 1,261 (49.65)) 0 

·;;; 
c 
Q> 

E Transom height mm (in) S: 435 (17 .13) S: 435 (17.13) i5 
Transom height mm (in) L : 562 (22.13) L : 562 (22.13) 

Transom height mm (in) -
Transom height mm (in) [XL : 689 (27.13)) 

Weight kg (lb) 12.5 (27 .6) (S) 20 (44) (S) 19 (42) (S) 

Q> Max. output PS/rpm (HP/rpm) 3 .5/4,750 (3.45/4,750) 5/5,000 (4.9/5,000) u 
c 
"' E Max. speed range (at full throttle) rpm 4,300 . 5,000 4,500 . 5,500 
5 ..... 
~ Max. fuel consumption l2 (US gal, Imp gal)/h 1.7 (1/2, 3/8) 2.5 (5/8, 1 /2) 0.. 

Cycle and No . of cylinders 2-1 2-1 

Total displacement cm 3 (cu in) 75 (4.58) 102 (6.22) 

Bore x stroke mm (in) 4 7 X 43 ( 1 .85 X 1 .69) 55 X 43 (2.17 X 1.69) 

Spark plug 
BP6HS-10 BP7HS-10 

Q> 
L89YC L82YC c 

·c, 
c 
w Starting system Recoil, hand starter +-

Ignition system Flywheel magnet CD ignition 
I 

Exhaust system Above-prop. exhaust Through-hub exhaust 

Cooling system Water-cooled type +-

Fuel and mixture ratio 50 :1 +-

Qj 
13 (3-3/8, 2-7/8) ::1 1.4 (3/8, 3/8) 2.5 (5/8, 1 /2) LL Fuel tank capacity l2 (US gal, Imp gal) 

(Integral) (Integral) (Separate) 

Tilt method Tilt pin- +-

Tilt angle (step-degree) 4-5-20 6-4-24 

Max. tilt angle (degree) 65 75 

g Transmission Forward Forward/neutral/reverse 

c Reduction ratio 13:24 13:28 0 
u 
Q> 

Speed control system Handgrip type .~ Lever type 
0 

Steering angle (degree) 360 360 

Standard propeller 
mm (in) 

180 X 166 X 2 200 X 200 X 3 
(No. of blades x dia. x pitch) (7 .09 X 6 .54 X 2) (7 .87 X 7.87 X 3) 
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NS8A NS9.9B NS12C NS158 NS18C 

705 (27 .76) 810 (31.89) .... .... .... 

315 (12.40) 335 (13 .19) .... .... .... 

S: 1,074 (42.28) S: 1,052 (41.42) 
L : 1,201 (4 7 .28) L : 1,179 (46 .42) .... +- +-

[LL: 1,252 (49 .29)) [LL: 1,255 (49.41)) 
[XL: 1,328 (52.28) I [XL : 1,306 (51.42) 

S: 435 (17 .13) +-

L : 562 (22.13) +-

[LL : 613 (24.13)) [LL : 638 (25 .12)] .... +- +-

[XL: 689 (27 .13)] +-

28 (62) (S) 37 (82) (S) .... .... 36.5 (80.5) 

8/6,000 (7 .9/6,000) 9.9/4,800 (9 .76/4,800) 12/5,000 (11 .8/5,000) 15/5,500 (14.8/5,500) 18/5,500 (17.7/5,500) 

5,000 - 6,000 4,500- 5,300 4,500 - 5,300 4,750- 5,500 +-

4 (1 -1/8, 7/8) 5 .5 (1-1/2, 1·1/4) 6 (1-5/8,1-3/8) 7.5 (2, 1-5/8) 8.5 (2-1/4, 1-7/8) 

2-2 +- +- +- +-

137 (8 .36) 247 (15.07) +- +- 294 (17.94) 

45x43 (1 .77x 1.69) 55 X 52 (2.17 X 2.05) +- .... 60 X 52 (2.36 X 2.05) 

B7HS B7HS-10 
+- +- +-

L82 L82-C 

+- +- +- +- .... 

Flywheel magnet CD ign it ion +- +- +-

Above-prop . exhaust Through-hub exhaust .... +- +-

+- +- +- +- +-

+- +- +- +- +-

13 (3-3/8, 2-7/8) 24 (6-3/8, 5-1/4) 
+- +- +-

(Separate) (Separate) 

+- +- +- +- +-

5-6-22 6-5-25 +- +- +-

65 70 +- +- +-

+- +- +- +- +-

13 :30 13 :24 +- +- +-

+- +- +- .... +-

76 80 +- +- +-

234x214x3 234 X 231 X 3 
220x 197 x 3 (9.21 X 8.43 x 3) (S) (9.21 X 9.09 X 3) (S) 

+- +-
234x214x3 (8.66 X 7.76 X 3) (S.L) 234 X 199 X 3 

(9.21 X 7.83 X 3) (L) (9.21 X 8.43 X 3) (L) 



NS25B NS30A2 
Item 

EF EP EF EP 

Overall length mm (in) 825 (32.48) -
Overall width mm (in) 400 (15.75) -

S: 1,116 (43 .94) ., 
c: L : 1,243 (48.94) 0 Overall height mm (in) -·;;; [LL: 1,319 (51.93)] c: ., 

[XL: 1,370 (53.94)] E 
Ci 

Transom height mm (in) S: 435 (17.13) 

Transom height mm (in) L: 562 (22.13) -Transom height mm (in) [LL: 638 (25.12)) 

Transom height mm (in) [XL : 689 (27.13)] 

-
Weight kg (lb) 46 (101) -

., Max . output PS/rpm (HP/rpm) 25/5,000 (24.7/5,000) 30/5 ,200 (29.6/5 ,200) (J 
c: 
"' E Max. speed range (at full throttle) rpm 4,800- 5,500 4,800 . 5,500 

~ ., Max . fuel consumption Q (US gal, Imp gal)/h 13 (3-3/8, 2-7/8) 13 (3-3/8, 2-7/8) c.. 

Cycle and No. of cylinders 2-2 -
Total displacement cm 3 (cu in) 429 (26.18) -
Bore x stroke mm (in) 68 X 59 (2.68 X 2.32) -
Spark plug 

B7HS-10 -., L82C 
c: ·c, 
c: Recoil, Recoil, w 

Starting system hand Starter motor hand Starter motor 

starter starter 

Ignition system CD ignition type -
Exhaust system Above-prop. exhaust Through-hub exhaust 

Cooling system Water-cooled type -
Fuel and mixture ratio 50:1 -Oi 

:::l 
u.. Fuel tank capacity Q (US gal, Imp gal) 24 (6-3/8, 5·1/4) (Separate) -

Tilt method Tilt pin -
Tilt angle (step-degree) 6-2.5-27.5 -
Max. tilt angle (degree) 70 -
Transmission Forward/neutral/reverse -g 
Reduction ratio 12:23 -c: 

0 
(J ., 

Remote Remote > 
;§ Speed control system Handgrip type control Handgrip type control 

type type 

Steering angle (degree) 80 -
Standard propeller 

mm (in) 
242 X 327 X 3 (9.53 X 12.87 X 3) (S) 252 X 332 X 3 (9.92 X 13.07 X 3) (S) 

(No. of blades x dia . x pitch) 242 X 297 X 3 (9.53 X 11 .69 X 3) (L) 250 X 288 X 3 (9.84 X 11 .34 X 3) (L) 

Key to symbols : E: Starter motor F : Handgrip control P: Remote control T : Power trim & tilt 
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NS40C NS55B NS70A 

EF EP EF I EFT EP I EPT EF I EFT EP l EPT 

860 (33.86) 1,135 (44.68) 705 (27 .76) 1,135 (44 .68) 705 (27 .76) 

405 (15.94) 355 (13.98) +-

S: 1,118 (44.02) 
L : 1,245 (49.02) 

L: 1,317 (51.85) [XL : 1,444 (56.85)] +-
[LL: 1,321 (52.01)] 
[XL: 1,372 (54.02)] 

L : 530 (20.87) 
+- +-

[XL : 657 (25.87)] 

58 (128) 93 (205) 94 (207) 

40/5,800 (39.4/5 ,800) 55/5,250 (54.2/5,250) 70/5,500 (69.0/5,500) 

5,200. 5,700 4,500 . 5,500 5,000. 5,500 

18 (4-3/4, 4) 24 (6-3/8, 5-1/4) 30 (7-7/8, 6-5/8) 

+- +- +-

493 (30.08) 749 (45 .70) 845 (51.56) 

70 X 64 (2.76 X 2.52) 81 X 72.7 (3 .189 X 2.862) 86 X 72.7 (3 .386 X 2.862) 

B7HS-10 BSHS-10 
+-

L82YC L78C 

Recoil , 
hand Starter motor Starter motor +-

starter 

+- +- +-

+- +- +-

+- +- +-

+- +- +-

+- +- +-

+- +- I Power tilt Tilt pin J Power tilt Tilt pin I Power tilt Tilt pin l Power tilt 

+- 5-8-26 +-

+- 67 +-

+- +- +-

13:25 12:23 +-

Remote 
Handgrip type control Handgrip type Remote control type Handgrip type Remote control type 

type 

70 
+- +-

65 (when drag link is used) 

268 X 287 X 3 292 X 330 X 3 (11 .50 X 12.99 X 3) (L) 289 X 356 X 3 (11 .38 X 14.02 X 3) (L) 
10.55 X 11 .30 X 3) (SL, LL X XL) 292 X 254 X 3 (11 .50 X 10.00 X 3) (XL) 292 X 279 X 3 (11 .50 X 10.98 X 3) (XL) 


