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OUTLINE· OF POWER TRIM 
AND TILT SYSTEM 

STANDARD MODELS 
NS55B (EPT and EFT) 
NS70A (EPT and EFT) 

APPLICABLE MODELS (Optional specifications) 
NS55B (EP and EF) 
NS70A (EP and EF) 

TRIM AND TILT ANGLES 
Trim angle . . . . .. . ...... . 5 stages (-8° to 26° ) 
Ti It angle . . . . . . . . . . . . . . . ( to 73°) 

CONSTRUCTION OF PARTS 
Power trim & tilt kit 

Tilt cylinder 

Power unit 

Power trim and ti It bracket 
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MAJOR SPECIFICATIONS 
1. Oil pump: 

Type 
Discharge pressure 
Discharge capacity 

2. Reservoir tank : 
Capacity 

3. Motor: 
Type 
Output 

Voltage 
Direction of rotation 

4. Cylinder: 
Bore dia. 
Stroke length 

Gear pump 
12,259- 19,614 kPa (122.6 - 196.1 bar, 125- 200 kg/cm 2

, 1,778- 2,844 psi) ~ 
800 - 1,100 cc/min (27.0- 37.2 US fl oz, 28.2-38.7 Imp fl oz) 

209 cc (7.8 US fl oz, 7.4 Imp fl oz) 

DC motor 
0.22 kW NS55BEPT - 13089 

NS70AEPT - 12467 
0.3kW NS55BEPT 13090 -

NS70AEPT 12468 -
12V, DC 
Clockwise and counterclockwise 

35 mm (1.38 in) 
125 mm (4.92 in) 
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