
I. SPECIFICATIONS -- Model 
NS3.5A 

Item 

Main dimensions Overall length: mm (in) 550 (21.65) 

Overall width: mm (in) 195 (7.68) 

Overall height S: mm (in) 955 (37.60) 

Overall height L: mm (in) 1 ,082 (42.60) 

Transom heightS : mm (in) 435 (17.13) 

Transom height L: mm (in) 562 (22.13) 

Weight (transomS): kg (lb) 12.5 (27.6) 

Performance Maximum output: PS/rpm (HP/rpm) 3.5/4750 (3.45/4750) 

Maximum speed running range: rpm 4,300 - 5 ,000 

Idling (clutch off): rpm -

Trolling (clutch in): rpm -

Fuel consumption at maximum speed : 
1.7 {1/2, 3/8) 

ll/h (US gal/hr, Imp gal/hr) 

Engine No. of cylinder 1 

Bore x stroke mm (in) 47 X 43 (1 .85 X 1.69) 

Displacement cc (cu. in .) 74.6 (4.58) 

Lubrication : Gasoline oil mixture (Gasoline 50 : Recommended oil 1) 

Cooling method: Water cooling (rotary rubber impeller) 

Starting: Self recoil hand starter 

Ignition: Flywheel magneto (C.D. ignition) 

Spark plug: NGK BP6HS-10 or CHAMPION L89YC [gap: 1.0 mm (0.039 in)] 

Ignition timing: degree BTDC, 20° 

Carburetor: TK carburetor K13PA-1A 

Rotating direction of engine: Clockwise 

Lower unit Speed control: Lever 

Clutch : -

Gear reduction ratio: 13 :24 

Maximum tilt-up angle: degree 65° 

Tilt angle: degree 5° - 20° 

Tilt adjustment position: 4 

Shallow-water cruising device: -

Steering angle : degree 360° 

Permissible thickness of transom board: 
30' -60(1 .181-2.362) 

mm (in) 

Exhaust method: Above-Prop. exhaust 

Fuel tank capacity: Q (US gal, Imp gal) 1.4 (3/8, 3/8) (integral) 

Propeller (No. of blades x diameter x pitch) : 
180 X 166 X 2 (7.09 X 6.54 X 21) 

mm (in) 

Optional parts Lighting coil 12V-40W 

Rectifier kit 12V-40W 

Safety switch 

Fuel tank 132 (3-3/8 US gal, 2-7/8 Imp gal) 
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