
I. SPECIFICATIONS 
Unit : mm (in) 

~ NSSA 

lte 

Main dimensions Overall length: mm (in) Approx . 705 (27.76) 

Overall w idth : mm (i n ) Approx . 315 (12.40) 

Overall height S: mm (i n ) Approx . 1 ,074 (42.28) 

Overall height L : mm (in ) Approx . 1,201 (47 .28) 

Overall height L L: mm (in) Approx. 1,252 (49.29) 

Overall height XL : mm (in) Approx. 1,328 (52.28) 

Transom height S: mm (in) Approx. 435 (17.13) 

Transom he ight L : mm (in) Approx. 562 (22.13) 

Transom height LL: mm (in) Approx. 613 (24.13) 

Transom height XL: mm (i n) Approx. 689 (27.13) 

Weight : kg (!b) Approx . 28 (62) 

Performance Maximum output : PS/ r.p .m . (HP/ r.p.m.) 8 /6,000 (7.8 /6.000) 

Maximum speed runn ing range : r .p .m . 5,000 - 6,000 

Idling (clutch off) : r.p .m . 1,400 

Troll ing (clutch in) : r .p.m . 1,100 

Fuel consumption at maximum speed : 
l2/h (USgaf / hr• Imp gal / hr) 4 (1 -1/ 8, 7/ 8) 

Engine No. of cylinder 2 

Bore x stroke mm (in) 45 X 43 (1.77 X 1.69) 

Displacement cc (cu . in .) 137 (8.36) 

Lubrication : Gasoline oil mixture (Gasol ine 50 : Recommended oil 1) 

Cooling method: Water cooling (thermostat with relief valve) 

Starting: Self recoi I hand starter 

Ignition: Flywheel magneto 

Spark plug: NGK B7HS [gap 0.6-0.7 mm (0.024- 0.028 in)] 

Ignition timing: degree BTDC, 25° 

Carburetor: TK carburetor PA-17C 

Rotating direction of engine : Clockwise 

Speed control: Handle grip 

Clutch : Dog clutch 

Gear reduction ratio: 13: 30 

Maximum tilt-up angle : degree 65° 

Tilt angle: degree 6° - 22° 

Tilt adjustment position: 5 

Shallow-water cruising device : 31 ° 

Steering angle: degree 76° 

Lower unit Permissible thickness of transom board : mm (in) 25 - 55 (0.98 - 2.17) 

Exhaust method: Above prop. exhaust 

Fuel tank capacity : l2 (USgaf ·Imp gal) 13 (3-3/8, 2-7/8) (Separate) 

Propeller (No. of blades x diameter x pitch : S, L. 3 X 220 X 197 (3 X 8.66 X 7.76) 
mm (in) LL, UL, 3 X 230 X 152 (3 X 9.06 X 5.98) 

Optional propeller : 3 X 230 X 220 (3 X 9.06 X 8.66) 
(No. of blades x d iameter x pitch) mm (in) 

Optional parts Others: Remote control [Cable length : 5 ft- 20ft (2m- 6m)] 
Steering control (Rope type, ball post type, drag link type) 
Rectifier 

Lighting receptacle, branch cord (for fighting) 
Tachometer 

Safety switch (Stop switch for hazard prevention) 
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