
I. SPECIFICATIONS 
Model 

NS40C 
Item 

Main dimensions Overall length : mm (in) 860 (33.86) 

Overall width: mm (in) 405 (15 .94) 

Overall height : mm (in) S: 1118 (44.02) 
L : 1245 (49 .02) 
LL: 1321 (52.01) 
XL: 1372 (54.02) 

Transom height: mm (in) S: 435 (17 .13) 
L : 562 (22 .13) 
LL: 638 (25.12) 
XL: 689 (27 .13) 

Weight : kg (Jb) S: Approx . 59 (130) 
L : Approx. 60 (132) 
XL: Approx . 62 (137) 

Performance: Maximum output : PS/ r.p .m. (HP/ r.p.m.) 40/5700 (39.4/5800) 

Full throttle range : r .p .m. 5200 - 5800 

Idling (clutch off) : r.p .m. 1000 - 1100 

Trolling (clutch on): r.p .m. 850-950 

Fuel consumption at maximum speed : 
18 (4-3/4,4) 2/hr (USgal/hr ·Imp gal/hr) 

Engine No . of cylinders : 2 

Bore x stroke : mm (in) 70 X 64 (2 .76 X 2 .52) 

Displacement : cc (cu. in) 493 (30 .08) 

Lubrication: Gasoline oil mixture (Gasoline 50 : Recommended motor oil 1) 

Cooling method : Water cooling (thermostat with relief valve) 

Starting: Self-recoi I hand starter (Optional Electric Starter) 

Ignition : Flywheel magneto (C .D. ignition) 

Spark plug : NGK 87HS10, CHAPION L82YC (gap: 1.0mm (0 .039 in) 

Ignition timing: degree ATDC, 2° - BTDC, 25° 

Carburetor : KEIHIN SEIKI 

Direction of engine rotation : Clockwise 

Lower unit Speed control: Handle grip type throttle control 

Clutch: Dog clutch (FORWARD, NEUTRAL, REVERSE) 

Gear reduction ratio: 13 : 25 

Maximum tilt up angle: degree 70° 

Tilt angle : degree 25° to 27.5° 

No. of tilting steps: 6 

Shallow water angle : degree 33 .5° 

Steering angle: degree 80° 

Permissible thickness of transom : mm (in) 40 - 60 (1 .5 - 23 .5) 

Exhaust system: Through hub exhaust 

Capacity of fuel tank: Q (USgal · Imp gal) 24 (6-3/8, 5-1/4) Separate 

Propeller (No . of blades x diameter x pitch) : 
11 (3 x 268 x 287) transoms S, L , LL and XL mm (in) 

Optional parts Optional propel Jer 7 (4 x 290 x 180 (4 x 11.42 x 7 .09)) for heavy duty 
(No . of blades x diameter x pitch: 8.5 (3 X 285 X 220 (3 X 11 .22 X 8.66)) 

mm (in) 9 (3 X 276 X 226 (3 X 10.87 X 8 .90)) 
10 (3 X 275 X 252 (3 X 10 .83 X 9.92)) 
12 (3 X 268 X 296 (3 X 10.55 X 11.65)) 
13 (3 X 262 X 322 (3 X 10 .31 X 12 .68)) 
14 (3 X 260 X 352 (3 X 10.24 X 13 .86)) for light duty 

Others: 1. Remote control (cable length: 5 ft - 20ft (1.52m - 6.1 Om) 
2. Steering control (rope type, ball post type, drag link type) 
3 . Electric starter 
4. Lighting receptable, branch cord (for lighting) 
5. Tachometer 
6. Safety switch (stop switch for emergencies) (Normally 

provided for P types) 
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